
Flooring Installation  
Classic and Professional

01. JOIST

PRE-DRILL JOIST
Representative image, alternate 
the holes to the right of the cen-
tral axis of the joist. The optimal 
longitudinal distance of the holes 
is 525 mm.

02. START CLIPS

1) Position the start clips by matching the clip hole with 
the joist slot

2) Apply the screw to the clip fixing it to the joist

3) Final result

START CLIP (dimensions in mm)
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03. FIRST SLAT INSTALLATION

1) Position the slat transversely to the joists and push it until rea-
ching the "start clips"

2) Match the slat slot with the "start clips"

Final result

3) Correct installation of the first slat from the "start clips"

Flooring Installation 
Classic and Professional

04. CLIP INSTALLATION

1) Inserire le clip in acciaio sul magatello ed
avvicinarla alla doga (fig.9)

3) Avvitare la clip in acciaio (fig.10)

5) Nel caso in cui si rendesse necessria l'unione di
due doghe, effettuare la giunzione come in figura
13 (fig.12)

4) Accertarsi che le clip siano aderenti
alla doga (fig.11)

(FIGURA-9)

Posare la seconda doga parralellamente alla
prima ed inserirla nelle clip  (fig.14)

7) Posatura di due doghe (fig.15)
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6) Esempio di installazione per effettuare la giunzione tra due doghe (fig.13)

25 mm
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INSTALLAZIONE CLIP
1) Insert the steel clips on the joist 
and bring it close to the slat

2) Screw the steel clip 3) Make sure the clips are adhering to 
the slat

4) In case it is necessary to join two or more slats, 
make the joint exactly at the center of the clip

5) Installation example to fix the same slats in a case 
other than the previous figure

6) Lay the second slat parallel to the first 
and insert it into the clips

7) Installation of two slats
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INSTALLAZIONE CLIP

Ambient 
temperature (°C)

Example length of slats to install and mm of gap to maintain
only from the longitudinal part (ends) of the slats

°C

Example length of slats to install

m.l. 1.00 m.l. 1.50 m.l. 2.00 m.l. 2.50 m.l. 3.00

Dimension in mm of the longitudinal gap between the slats (at the end)

10 2,70 4,10 5,40 6,50 8,10

20 1,80 2,70 3,60 4,30 5,40

25 1,40 2,00 2,70 3,20 4,10

30 0,90 1,40 1,80 2,20 2,70

35 0,50 0,70 0,90 1,10 1,40

Thermal expansion

in respect of the temperature at the time of installation **

**
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05. SLAT FASTENING

Flooring Installation 
Classic and Professional

1) Carry out the same procedure until the end of the sup-
plied slats

2) Drill the slot of the last slat and joist with an inclination 
greater than 45 degrees with a 3mm wood bit

3) Detail of joist drilling and slot of the last slat 4) Insert the locking screw in 
the just created hole

Locking screw for last slat 
4x50 mm

06. 	CORNER PROFILE INSTALLATION

1) Cut all corner profile ends at 45 de-
grees

2) Appearance of the corner profile 
after cutting

3) Apply the first corner profile (short 
side) making it match correctly to the 
slat

4) Mark the point to be drilled with a pencil, the measure-
ments are purely indicative

5) Drill with a 3 mm wood bit, to a depth of 25 mm
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Flooring Installation 
Classic and Professional

6) Insert the screw in the just created hole, remembering 
to use the plastic washer supplied

7) Carry out drilling and screwing work every 254.5 mm

8) Apply the second corner profile (long side) and make 
sure it matches the first corner profile laid. Measuremen-
ts purely indicative.

9) Drill with a 3 mm wood bit

Screw to use for 
corner profile fastening

10) Carry out drilling work (3 mm bit) and screwing on the entire "long" corner profile approximately every 282 mm. 
Remember to always apply the supplied plastic washers.

11) Perform the same work as the first two corner profiles, on the two remaining ones.

06/1. CORNER PROFILE INSTALLATION 06/2. CORNER PROFILE INSTALLATION
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